
 

 

 
 

SURFOBOL PER 
 

  

WATERPROOFING PRODUCT FOR THE TREATMENT IN MACHINE WITH CHLORINATED 

SOLVENTS 

 

SURFOBOL PER  is a composition of fluorocarbon resins solubilized in organic solvents. 

 

Aspect                                                              Liquid 

Color                                                                         Light brown 

Smell                                                                         Characteristic 

pH at 20°C                                                              7 

Density at 20°C                                                  1,33  g/ml 

Freezing temperature                                       Less than  -10°C 

Solubility in perchloroethylene                           Clear solution at any concentration 

 

SURFOBOL PER  has an excellent waterproof effect, makes the garment soft and smooth. 

 

SURFOBOL PER  is  used to waterproof  suede, cotton and wool garment and even mixed 

and synthetic fibers. SURFOBOL PER  is suitable for modern spray and infusion procedures. 

 

Spray waterproof procedure: 

-             Load the machine up to 70 % 

2 min             Bath in clean perchloroethylene (at 20°C) without humidity 

3 min             Extraction 

3-4 min Spray 3-5 % on Kg of goods of SURFOBOL PER   

             diluted in 1:4-1:6 of perchloroethylene 

2 min             Drum running only 

2 min             Dry at 40°C 

-             Go on drying at max. temperature 

 

SURFOBOL PER  can be stored for 2 years. 

The container should always be tightly closed after drawing. 

 

Sheet-metal container with 10 Kg content. 

 

724010 = 10 Kg  

 

 
Our advices contained herein regarding the use of our products provide general information only without ensuring technical 

properties. Any influence on fabric is subject to self-determination and therefore in the users own responsibility. Our 

suggestions are to the best of our knowledge and no liability can be derived thereof. 


